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 Warning
1. To avoid electric shock, disconnect power at source prior to installation.
2. The installation should be performed by qualified electricians or lighting technicians.
3. Before conducting any installation, maintenance, or removal, disable all power to the luminaries and wait until the fixture cool 

down.
4. Do not touch the fixture while it is in service.
5. If there is any problem with the fixture, DO turn off power and DO NOT attempt repair unless you are a qualified technician or 

the customer service member.

Chain Installation
1. Hook the V-Hook into two end of the luminaire in the holes, attach the V-hook  on chains which should be attached on the 
ceiling. 
2. Remove the access plate, take the wires out of the power driver compartment and through the hole of access plate, make 
wiring and re-install the access plate, then plug the flexible conduit into the hole of the access plate.

Pendant Installation
1. Remove the access plate, take the wires out of the power driver compartment and through the hole of access plate, re-install 
the access plate, fix the bottom cover on back plate of fixture with M4*6 screws provided.
2. Thread the 3/4 inch conduit into the hole of upper box, and screw the nut at end of conduit to hold the upper box, (nut is 
provided by others),  attach the fixture to upper box by hooking 2 feet of bottom cover into slot of upper box, make wiring. 
3. Tilt the fixture to horizontal, secure the box on the bottom cover with screws provided. 

Upper box

Bottom cover
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Wiring Diagram
For 0-10V Dimming Version, please refer to wiring diagram below.

LIGHT
FIXTURE

Cleaning and Maintenance
CAUTION: Be sure the fixture temperature is cool enough to touch. Do not clean or maintain while fixture is energized.
1. Clean glass lens with non-abrasive glass cleaning solution.
2. Do not open the fixture to clean the LED. Do no touch the LEDs.

Troubleshooting
1. Check that the line voltage at the fixture is correct. Refer to wiring diagram above.
2. Is the fixture grounded properly?
3. Be sure the photocell, if used, is functioning properly.


