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LL-PTALL-295-50-UNV-T5-BZ: MH=2

LiteLume
LL-PTALL-295-50-UNV-T5-BZ
LL-PTALL-295-50-UNV-T5-BZ

Horizontal Footcandles
Scale: 1 Inch = 25 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = 32900

Total Lamp Lumens = 32900
Mounting Height = 25.00 Ft

Maximum Calculated Value = 11.84 Fc
Arrangement: Single

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : LL-PTALL-295-50-UNV-T5-BZ.IES

DESCRIPTIVE INFORMATION (From Photometric File)

LiteLume
LL-PTALL-295-50-UNV-T5-BZ
LL-PTALL-295-50-UNV-T5-BZ

TEMPLATE SPECIFICATION

Horizontal Footcandles
Scale: 1 Inch = 25 Ft.
Light Loss Factor = 1.00
Lumens Per Lamp = 32900
Total Lamp Lumens = 32900
Mounting Height = 25.00 Ft
Maximum Calculated Value = 11.84 Fc
Arrangement: Single

LUMINAIRE LAYOUT INFORMATION

 #  X  Y  Z  Orient  Tilt  Roll  Spin  Tilt Correction
1 0.00 0.00 25.00 0.00 0.00 0.00 0.00 1.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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